
Release Notes for iX Developer 3

Version History

Version Release
date

Description

3.4 2026-05-21 Version 3.4 introduces several security, visualization and usability
improvements in iX Developer. The release adds password
expiration to strengthen account security and align with DNV SP2
requirements. A new Trend Viewer Object is available as a preview
(feature key required). The Web Browser object has been updated
with improved HTML5 and JavaScript support, a borderless layout,
and faster response time. Graphical rendering on the HMI panel
has also been improved. In addition, the update includes general
cleanup, several bug fixes and minor improvements.

3.3 2026-03-13 Version 3.3 introduces several usability and security improvements
in iX Developer. The release adds new alarm icons for light and
dark mode, support for importing SVG files as components, and
structured tag visualization to improve navigation in large tag lists.

Developers can now retrieve project data directly from the HMI
panel using the new Fetch function. The release also introduces
stronger security with account lockout and configurable password
policies, including password complexity requirements and password
history.

In addition, the update includes minor improvements and bug fixes.

3.2 2025-11-04 Introduces an updated communication driver installation path and
adds support for portrait and flipped landscape mode.

3.1 2025-08-14 Includes bug fixes, OPC UA updates and hardware optimization.

All iX Developer 3.0 users must upgrade to version 3.1 for the iX
App to run on X3 HMI panels.

3.0 2025-05-28 Initial release of the third generation of iX Developer with support
for the following targets:

• All X3 HMI panels (excluding web variants).

Version 3.4

New Features

Feature Description

Password
expiration

You can now configure when local user account passwords expire. Combined
with the password history and enforced password policy introduced in
iX Developer 3.3, this provides a more complete password lifecycle and
supports DNV SP2 compliance.

Improved
rendering on
the HMI panel

Graphical rendering on the HMI panel has been improved for better visual
quality and performance.
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Feature Description

New Trend
Viewer Object IMPORTANT

The New Trend Viewer is in a test phase and requires a
feature key. Contact the iX Developer Product Manager to
obtain the key.

Improvements compared to the existing Trend Viewer Object:

• Multiple Y-axes, each with individual scale and configuration.

• User-defined time intervals for History View.

• Visual smoothness.

• Easier setup.

The object is controlled using the new New Trend Viewer actions.

Updated Web
Browser object

The Web Browser object has been updated to bring iX Developer closer
to full HTML5 and JavaScript support. The component border has been
removed and response time has been improved. A reference implementation
is available in the machine sample project.

Cleanup of
brand-specific
content

General cleanup and consolidation of brand-related content in iX Developer.

Bug Fixes and Improvements
This section lists resolved issues and improvements from previous versions.

Issue Description

Incomplete screen rendering
in Run Mode

Resolved an issue where screens were not fully rendered in
Run Mode.

Screen rendering with early
notifications

Resolved an issue where a screen containing an Alarm Viewer
was not rendered correctly when an early notification (for
example, from a driver) occurred.

Type reference update gets
stuck

Resolved an issue where the IDE could become stuck on
“Updating Type References for Screen X” when working with
scripts.

F1 Help in Security
configuration

Pressing F1 in the Security configuration now opens the
correct Help topic.

XAML import Help topic The “XAML import into iX Developer” Help topic has been
refined for clarity.

Tag editor layout at limited
resolution

Buttons and filters in the Tag editor no longer overlap at lower
screen resolutions.

Connected node in structured
tags visualization

In structured tags visualization mode, the tag selector now
automatically displays the currently connected node.

App name and GUID in Fetch
function

The Fetch function now shows the app name followed by the
GUID, making it easier to identify the correct app.
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Known Issues
This section lists known issues in the software. Beijer Electronics is working to resolve these in future
updates.

Issue Description Comment

SD card not
recognized without
reboot

Sometimes, inserting an SD card
while OS3 or iX3 is running does not
trigger immediate detection.

Reboot the device to detect
the card.

Boot time System may take 1–2 minutes to
boot due to advanced OS and
enhanced security.

Do not cut power during the
boot process.

Simultaneous app
transfer/activity

Transferring a new app while
another is installing or uninstalling
may cause app removal issues.

Wait until the first app has
fully installed and started
before transferring another.

Missing confirmation
dialog

No confirmation dialog appears
when overwriting an existing app
during transfer.

Touch screen
calibration

Touch screen calibration is not
available. HMI panels are factory-
calibrated.

Diagnostics
functionality

Diagnostics functionality is not
available.

Ping functionality Ping functionality is disabled for
security reasons.

PDF search Searching within PDF documents is
not supported.

Cloud-based storage
services

Services like Google Drive, OneDrive
or Dropbox may lock files during
sync.

Reduce sync frequency
or store projects outside
managed folders.

Simatic S7 ISO/TCP
project conversion

S7 ISO/TCP driver must be opened in
iX Developer 2.53 before conversion.

Required when converting
iX2 projects to iX3.

Data not saved if
power is cut too
quickly

Changes (e.g., IP address) may not
be saved if power is cut immediately
after saving.

Use the reboot function or
wait 1 minute before cutting
power.

Emerson ROC Import
Module

Not included by default. Install manually.

Asynchronous UI
methods

The iX IDE does not currently
support asynchronous methods in the
UI.

(Advanced) Use scripting as
a workaround.

Project conversion on
low-core systems or
virtual machines

Converting an iX2 project to iX3 may
fail on systems with low CPU cores
or in virtual machines.

See Recommended System
Specifications for iX
Developer.

Tab change triggers
save prompt

Switching tabs without changes may
still show “unsaved changes.”

Will be fixed in a future
third-party update.

Key beep settings Not yet implemented.

Limitations
This section describes current software limitations that Beijer Electronics does not intend to address.
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Limitation Description

Copy apps Copying apps to and from the HMI panel is not supported.

Baud rate The RS485 interface supports baud rates ranging from 300 to 115200 bps.

Supported Operating Systems

OS Version

Windows 10, Pro and Enterprise 22H2

Windows 11, Pro and Enterprise 24H2 and 23H2

.NET SDK Version
This version of iX Developer uses .NET SDK 8.0.407

Download and install the required version from the Microsoft .NET website

For more information, see the .NET SDK Version Match chapter in the iX Developer 3 User Guide.

Transition From iX2 to iX3
For instructions on the transition from iX Developer 2 to iX Developer 3, see X2 to X3 Transition Guide
for iX Developer.

Version 3.3

New Features

Feature Description

New alarm icons New alarm indicator icons are available for both light and dark mode.

Fetch documents
from the HMI panel

A new Fetch button is available in the Project ribbon tab. Use this
function to retrieve the AppData folder or databases from the HMI
panel to the development PC.

Structured tags
visualization

You can now import structured tag lists. The tag selector then
displays tags in a visual hierarchy. This feature affects only the visual
presentation of tags. Tags continue to function as standard tags in
scripts and other functions.

Account lockout The system can now lock user accounts after repeated failed login
attempts.

Enforce password
policy

Enables password complexity requirements. When enabled, passwords
for local user accounts must contain:

• Uppercase letters (A–Z)

• Lowercase letters (a–z)

• Digits (0–9)

• Special characters (!@#$%^&;* etc.)

• Password history: 3 previous passwords

Password history Specifies the number of previous passwords that cannot be reused.

SVG import You can now import SVG files and use them as Components in the
project.
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Bug Fixes and Improvements
This section lists resolved issues and improvements from previous versions.

Issue Description

Mouse pointer
visibility

The mouse pointer is now visible when a mouse is connected to the
HMI panel.

Known Issues
This section lists known issues in the software. Beijer Electronics is working to resolve these in future
updates.

Issue Description Comment

SD card not
recognized without
reboot

Sometimes, inserting an SD card
while OS3 or iX3 is running does not
trigger immediate detection.

Reboot the device to detect
the card.

Boot time System may take 1–2 minutes to
boot due to advanced OS and
enhanced security.

Do not cut power during the
boot process.

Simultaneous app
transfer/activity

Transferring a new app while
another is installing or uninstalling
may cause app removal issues.

Wait until the first app has
fully installed and started
before transferring another.

Missing confirmation
dialog

No confirmation dialog appears
when overwriting an existing app
during transfer.

Touch screen
calibration

Touch screen calibration is not
available. HMI panels are factory-
calibrated.

Diagnostics
functionality

Diagnostics functionality is not
available.

Ping functionality Ping functionality is disabled for
security reasons.

PDF search Searching within PDF documents is
not supported.

Cloud-based storage
services

Services like Google Drive, OneDrive
or Dropbox may lock files during
sync.

Reduce sync frequency
or store projects outside
managed folders.

Simatic S7 ISO/TCP
project conversion

S7 ISO/TCP driver must be opened in
iX Developer 2.53 before conversion.

Required when converting
iX2 projects to iX3.

Data not saved if
power is cut too
quickly

Changes (e.g., IP address) may not
be saved if power is cut immediately
after saving.

Use the reboot function or
wait 1 minute before cutting
power.

Emerson ROC Import
Module

Not included by default. Install manually.

Asynchronous UI
methods

The iX IDE does not currently
support asynchronous methods in the
UI.

(Advanced) Use scripting as
a workaround.
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Issue Description Comment

Project conversion on
low-core systems or
virtual machines

Converting an iX2 project to iX3 may
fail on systems with low CPU cores
or in virtual machines.

See Recommended System
Specifications for iX
Developer.

Tab change triggers
save prompt

Switching tabs without changes may
still show “unsaved changes.”

Will be fixed in a future
third-party update.

Key beep settings Not yet implemented.

Limitations
This section describes current software limitations that Beijer Electronics does not intend to address.

Limitation Description

Copy apps Copying apps to and from the HMI panel is not supported.

Baud rate The RS485 interface supports baud rates ranging from 300 to 115200 bps.

Supported Operating Systems

OS Version

Windows 10, Pro and Enterprise 22H2

Windows 11, Pro and Enterprise 24H2 and 23H2

.NET SDK Version
This version of iX Developer uses .NET SDK 8.0.407

Download and install the required version from the Microsoft .NET website

For more information, see the .NET SDK Version Match chapter in the iX Developer 3 User Guide.

Transition From iX2 to iX3
For instructions on the transition from iX Developer 2 to iX Developer 3, see X2 to X3 Transition Guide
for iX Developer.

Version 3.2

New Features

Feature Description

Updated driver
installation path

Starting with iX Developer 3.2, the installation path for communication
drivers has changed. Drivers installed in iX 3.2 are not compatible with
iX 3.1 or earlier versions, and vice versa. If you use multiple iX versions,
install the driver separately for each version.

Bug Fixes and Improvements
This section lists resolved issues and improvements from previous versions.
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Issue Description

Support for portrait and
flipped landscape modes

Portrait and flipped landscape modes are now supported for the
X3 HMI panels. To enable these display modes, you must have OS3
1.1 installed. If OS3 1.1 is not installed, contact Beijer Electronics
Support.

App system requirements All App system requirements are now configured during app
installation.

Known Issues
This section lists known issues in the software. Beijer Electronics is working to resolve these in future
updates.

Issue Description Comment

SD card not
recognized without
reboot

Sometimes, inserting an SD card
while OS3 or iX3 is running does not
trigger immediate detection.

Reboot the device to detect
the card.

Boot time System may take 1–2 minutes to boot
due to advanced OS and enhanced
security.

Do not cut power during the
boot process.

Simultaneous app
transfer/activity

Transferring a new app while another
is installing or uninstalling may cause
app removal issues.

Wait until the first app has
fully installed and started
before transferring another.

Missing confirmation
dialog

No confirmation dialog appears when
overwriting an existing app during
transfer.

Touch screen
calibration

Touch screen calibration is not
available. HMI panels are factory-
calibrated.

Diagnostics
functionality

Diagnostics functionality is not
available.

Ping functionality Ping functionality is disabled for
security reasons.

PDF search Searching within PDF documents is
not supported.

Cloud-based storage
services

Services like Google Drive, OneDrive
or Dropbox may lock files during
sync.

Reduce sync frequency
or store projects outside
managed folders.

Simatic S7 ISO/TCP
project conversion

S7 ISO/TCP driver must be opened in
iX Developer 2.53 before conversion.

Required when converting
iX2 projects to iX3.

Data not saved if
power is cut too
quickly

Changes (e.g., IP address) may not
be saved if power is cut immediately
after saving.

Use the reboot function
or wait 1 minute before
cutting power.

Emerson ROC Import
Module

Not included by default. Install manually.

Asynchronous UI
methods

The iX IDE does not currently support
asynchronous methods in the UI.

(Advanced) Use scripting as
a workaround.

Mouse pointer not
visible

Pointer is not shown if a mouse is
connected to the panel.
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Issue Description Comment

Project conversion on
low-core systems or
virtual machines

Converting an iX2 project to iX3 may
fail on systems with low CPU cores or
in virtual machines.

See Recommended System
Specifications for iX
Developer.

Tab change triggers
save prompt

Switching tabs without changes may
still show “unsaved changes.”

Will be fixed in a future
third-party update.

Key beep settings Not yet implemented.

Limitations
This section describes current software limitations that Beijer Electronics does not intend to address.

Limitation Description

Copy apps Copying apps to and from the HMI panel is not supported.

Baud rate The RS485 interface supports baud rates ranging from 300 to 115200 bps.

Supported Operating Systems

OS Version

Windows 10, Pro and Enterprise 22H2

Windows 11, Pro and Enterprise 24H2 and 23H2

.NET SDK Version
This version of iX Developer uses .NET SDK 8.0.407

Download and install the required version from the Microsoft .NET website

For more information, see the .NET SDK Version Match chapter in the iX Developer 3 User Guide.

Transition From iX2 to iX3
For instructions on the transition from iX Developer 2 to iX Developer 3, see X2 to X3 Transition Guide
for iX Developer.

Version 3.1

New Features

Feature Description

OPC UA SDK version update Updated to version 1.8.6. This change does not affect user
functionality.

Bug Fixes
This section lists resolved issues from previous versions.

Issue Description

FirstDetectedUsbDriveLetter The variable FirstDetectedUsbDriveLetter is now included.

Known Issues
This section lists known issues in the software. Beijer Electronics is working to resolve these in future
updates.
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Issue Description Comment

SD card not
recognized without
reboot

Sometimes, inserting an SD card while
OS3 or iX3 is running does not trigger
immediate detection.

Reboot the device to
detect the card.

Boot time System may take 1–2 minutes to boot
due to advanced OS and enhanced
security.

Do not cut power during
the boot process.

Simultaneous app
transfer/activity

Transferring a new app while another is
installing or uninstalling may cause app
removal issues.

Wait until the first
app has fully installed
and started before
transferring another.

Missing confirmation
dialog

No confirmation dialog appears when
overwriting an existing app during
transfer.

Touch screen
calibration

Touch screen calibration is not
available. HMI panels are factory-
calibrated.

Diagnostics
functionality

Diagnostics functionality is not
available.

Ping functionality Ping functionality is disabled for
security reasons.

App system
requirements

The following App system
requirements are not configured during
app installation:

• SNTP server settings

• Network interface settings (IP
address, DHCP, subnet mask, default
gateway, DNS)

• Power saving settings (Automatically
turn off display)

• Key beep settings

• Display rotation (portrait and flipped
landscape modes are not supported)

Portrait and flipped
landscape modes

Not supported.

PDF search Searching within PDF documents is not
supported.

Cloud-based storage
services

Services like Google Drive, OneDrive or
Dropbox may lock files during sync.

Reduce sync frequency
or store projects outside
managed folders.

Simatic S7 ISO/TCP
project conversion

S7 ISO/TCP driver must be opened in iX
Developer 2.53 before conversion.

Required when converting
iX2 projects to iX3.

Data not saved if
power is cut too
quickly

Changes (e.g., IP address) may not be
saved if power is cut immediately after
saving.

Use the reboot function
or wait 1 minute before
cutting power.

Emerson ROC Import
Module

Not included by default. Install manually.
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Issue Description Comment

Asynchronous UI
methods

The iX IDE does not currently support
asynchronous methods in the UI.

(Advanced) Use scripting
as a workaround.

Mouse pointer not
visible

Pointer is not shown if a mouse is
connected to the panel.

Project conversion
on low-core systems
or virtual machines

Converting an iX2 project to iX3 may
fail on systems with low CPU cores or
in virtual machines.

See Recommended System
Specifications for iX
Developer.

Tab change triggers
save prompt

Switching tabs without changes may still
show “unsaved changes.”

Will be fixed in a future
third-party update.

Limitations
This section describes current software limitations that Beijer Electronics does not intend to address.

Limitation Description

Copy apps Copying apps to and from the HMI panel is not supported.

Baud rate The RS485 interface supports baud rates ranging from 300 to 115200 bps.

Supported Operating Systems

OS Version

Windows 10, Pro and Enterprise 22H2

Windows 11, Pro and Enterprise 24H2 and 23H2

.NET SDK Version
This version of iX Developer uses .NET SDK 8.0.407

Download and install the required version from the Microsoft .NET website

For more information, see the .NET SDK Version Match chapter in the iX Developer 3 User Guide.

Transition From iX2 to iX3
For instructions on the transition from iX Developer 2 to iX Developer 3, see X2 to X3 Transition Guide
for iX Developer.

Version 3.0

New Features and Removed Functionality
For new features and removed functionality in iX Developer 3.0, see X2 vs X3 – Software Comparison.

Known Issues
This section lists known issues in the software. Beijer Electronics is working to resolve these in future
updates.

Issue Description Comment

Portrait and flipped landscape
modes

Not supported.

PDF search Searching within PDF documents is not
supported.
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Issue Description Comment

Cloud-based storage services Services like Google Drive, OneDrive
or Dropbox may lock files during sync.

Reduce sync
frequency or
store projects
outside managed
folders.

Simultaneous app transfer/
activity

Transferring a new app while another
is installing or uninstalling may cause
app removal issues.

Simatic S7 ISO/TCP project
conversion

S7 ISO/TCP driver must be opened in
iX Developer 2.53 before conversion.

Required when
converting iX2
projects to iX3.

Data not saved if power is cut
too quickly

Changes (e.g., IP address) may not
be saved if power is cut immediately
after saving.

Use the reboot
function or wait
1 minute before
cutting power.

Emerson ROC Import Module Not included by default. Install manually.

Asynchronous UI methods The iX IDE does not currently support
asynchronous methods in the UI.

(Advanced) Use
scripting as a
workaround.

FirstDetectedUsbDriveLetter The variable
FirstDetectedUsbDriveLetter is not
included.

Supported Operating Systems

OS Version

Windows 10, Pro and Enterprise 22H2

Windows 11, Pro and Enterprise 24H2 and 23H2

.NET SDK Version
This version of iX Developer uses .NET SDK 8.0.407

Download and install the required version from the Microsoft .NET website

For more information, see the .NET SDK Version Match chapter in the iX Developer 3 User Guide.

Transition From iX2 to iX3
For instructions on the transition from iX Developer 2 to iX Developer 3, see X2 to X3 Transition Guide
for iX Developer.
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